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Quick index

� If a service reminder indicator or warning buzzer comes on 127. . . . . . . . 

� If your vehicle will not start 320. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

� If your engine stalls while driving 323. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

� If your vehicle overheats 324. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

� If you have a flat tire 325. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

� If your vehicle needs to be towed 337. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

� Tips for driving during break- in period 277. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

� How to start the engine 306. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

� General maintenance 355. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

� Complete index NO TAG. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Gas station information

Fuel type:
UNLEADED gasoline, Octane Rating 87 (Research Octane Number 91) or
higher

See page 277 for detailed information.

Fuel tank capacity:  
60 L (15.9 gal., 13.2 Imp. gal.)

Engine oil:  
ILSAC multigrade engine oil is recommended.

See page 369 for detailed information.

Tire information:  See pages 372 through 380.

Tire inflation pressure:  See page 397.
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